
ZLBM / ZHBM

Inline II

ZLBM/ZHBM123

Warning

NH 1 NH 2 NH 3

ZLBM / ZHBM1 x

ZLBM / ZHBM2 x x

ZLBM / ZHBM3 x* x

Fuse size (IEC60269-2)
Device size

*) =Only use together with 1SEP621288R0001 adapter

Insertion and removal of NH fuse-link. 

Press in the release button and slide 

the fuse gripping-lugs in or out.

Allowed fuse sizes in different InlineII devices

1 Pole                                   3 Pole

ZLBM / ZHBM123 Installation instruction

ZLBM / ZHBM123 Montageanleitung

ZLBM / ZHBM123 安装说明
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Cu/AI

6mm-25Nm

Use thumbs to widen the side 

walls and lift up the plastic cover.

Guide marks

Turn the z-clamp and the plastic 

 cover 180 degrees.

Z-clamp should be attached  

to Z-Busbar correctly.
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V-clamp connection

Note!

Pressure pad can be turned.
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Standard connection

M12-25Nm

DIN 46235(Cu)

DIN 46329 (AI)*

*Cable lug must be tin-coated.

 Kabelschuh muss verzinnt sein.

 电缆接头必须镀锡。

Al-conductors have to be brushed and greased before connection.

Al-Leiter müssen vor dem Anschluss gebürstet und gefettet werden.

铝导体在接线前必须去除氧化层并涂油。

IMPORTANT :  

When mounting terminal kits, review dedicated 

installation instruction!

185mm-Busbar system

Z-Busbar system
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Cable terminals from top.

6mm-20Nm

L3
L1

L2

35
Pad


	页 1
	页 2

