
3/4 INCH CONN,SSCREW,EMT,STL,INSUL
TC722A

Extended Product Type TC722A

Product ID 7TAA116030R0001

Catalog Description 3/4 INCH CONN,SSCREW,EMT,STL,INSUL

Long Description
Set Screw Connector, Insulated and Concrete Tight, Conduit Size 3/4 Inch, Length

1.530 Inches, Material Zinc Plated Steel, For use with EMT Conduit

General Information

PRODUCT-DETAILS

Ordering
785991022209UPC

India (IN)Country of Origin

eachSelling Unit of Measure

Container Information
50 EAPackage Level 1 Units

171.45 mm 
6.75 in

Package Level 1 Width

120.65 mm Package Level 1 Height
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4.75 in

247.65 mm 
9.75 in

Package Level 1 Depth /
Length

250 EAPackage Level 2 Units

171.45 mm 
6.75 in

Package Level 2 Width

165.1 mm 
6.5 in

Package Level 2 Height

609.6 mm 
24 in

Package Level 2 Depth /
Length

12500 EAPackage Level 3 Units

0 mm 
0 in

Package Level 3 Width

0 mm 
0 in

Package Level 3 Height

0 mm 
0 in

Package Level 3 Depth /
Length

Additional Information
For use with EMT conduitApplication

Steel CityBrand / Label

20011008Effective Date

SteelMaterial

INSULATED THREADED GROUND BUSHINGProduct Name

EMT Conduit FittingsProduct Type

Concrete TightSpecial Functions

UL E16592Standards

Zinc PlatedSurface Finishing

Certificates and Declarations
TC722AData Sheet, Technical

Information

Classifications
EC001180 - Screw connection for protective metallic hoseETIM 6

EC001180 - Screw connection for protective metallic hoseETIM 7

EC001180 - Screw connection for protective metallic hoseETIM 8

39121434UNSPSC

Product Not in WEEE ScopeWEEE Category

4611 >> Electrical metallic tubing EMT connectorsIDEA Granular Category
Code (IGCC)
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